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Dimming LED Driver LED #3532 | ||

Product Features  &4¢ 4%.:

-Super dimming compatiblity, suitable for over 98% common leading & trailing edge dimmers in the current market #235%#57 4,
BHEEM, TiE S8 BRALNENTTRTANTEREERALE

-Creative small current control technology, perfectly achieve 0-100% smooth dimming function, no flicker, no noise +F|f¢#7.]-
TRAERHAR, TERM 106FHEL, LA, ARE

-Compatible with C-Bus intelligent dimming system, including high voltage or 0-10V dimming # % C-bus FHAAF 4, &15
C—bus 5K A 89 RIAF AR G-10V B A,

-Unique dimming recognition tec
BHEA, 44 HAES Cbus ?

-Different from general LED dimming

ology, makes traditional dimmer and C-Bus system work separately or together k45478 4,48
B R, TR AR A
logy in the market,using big capacitor for filtering of input stage makes the lamp gi

ve more stable smooth light output witho s stroboflash,no stroboflash makes it suitable for taking photographs & videos o
ccasions. # 3T 7A@ A& LED MAHK, R b, FERASR LM E, MR MR, EFARE T AT RE RS
-Effective anti-interference design and particuld”soft switching technology, ensure EMC compliant during the 0-100% dimming

process & HH R T A SR e d T A, ¥ 100% 65 B A-E AL F, EMCHR T S ARE £ K
-Constant current driver for LED,good adaptability to of load e, FAHRETELEGRAELEDHR
-Proactive recognition of load, short circuit and open circ lon 40 HIRAHE, AEAREAFER, ARy

w@ ibus size wires KMABEET, FTRESFALLHER

ﬁ various size wires FEHFF G EE R, BTEFE

-Has big input connecting terminals, conveniently connected

-Special designed press line cards, easy to assemble and conveni
S B A E A

-Independent compact structure, suitable for various occasions Bz £ % 290 & T8 fl T 8B R E %5

Input Max. Output Output Power | Arhient Casing Dimensions
. Weight

Model No. Voltage | Qutput Current Voltage Factor |1 mpe svve | Temperature o
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AUS -18W/DIM-250mA  220-240 18 250 24-72 (8—-20LEDS) % 0. 90 —20-=-+50 a0 1304428 130
AUS -18W/DIM-350m&  220-240 18 350 18-5Z (5—14LED5) % 0. 80 —20~==+50 a0 130 44X 28 130
AUS -18W/DIM-500mA  220-240 18 500 12-36(4-10LEDS) * 0.90 —20+-+50 a0 130X 44 X 28 130
AUS -18W/DIM-700mA  220-240 18 700 9-26 (3-T7LEDS ) * 0. 80 —20-==+50 a0 1304428 130
AUS-18W/DIM-1050ms  220-240 18 1050 B-16(2-5LEDS ) * 0. 80 —20~=+50 90 13044 % 28 130

*Forward voltage of LED chip Vf=3.5V LED % A #. & V=3.5V

Standards #F%
EN 61347-1

EN 61347-2-13

EN 55015
EN61000-3-2 5] L
EN61000-3-3 —
EN61547

AUSPU LIGHTING TECHNOLOGY
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