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Features  
z125 Watts Peak Power per Line (tp = 8/20μs)  
zLow capacitance 
zLow operating voltage: 5V  
zUltra Low capacitance(<1.5pF) for high-speed interfaces  
zSolid-state technology  
zResponse Time is ＜ 1ns 
zNo insertion loss to 3.0GHZ 
zROHS compliant 
zSenchip technology 
 

IEC COMPATIBILITY (EN61000-4)  

zIEC 61000-4-2 (ESD) ±15kV (air), ±8kV (contact)  
zIEC 61000-4-4 (EFT) 40A (5/50ns)  
zIEC 61000-4-5 (Lightning) 5A (8/20μs) 
 
Main applications 
zXdsl 
zUSB 1.1/2.0/OTG 
zIEEE 1394 Firewire Ports 
zProjection TV Monitors and Flat Panel Displays 
zNotebook Computers 
zSet Top Box 
zProjection TV 
 
Functional diagram 

  
 

 
 
 
 
 
 
 
 
 
 
 

Transient Voltage Suppressor 
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Absolute Ratings (Tamb=25°C)  

 
 

Electrical Characteristics 
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TYPICAL CHARACTERISTICS CURVES 
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Outline Drawing – SOT-143 

 
 
Ordering Information 

Device Qty per Reel Reel Size 
SSR05LC 3000 7inch 

 
 

 


