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20 CHARACTERS X 2 LINES
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: RS " DRIVER . ITEM SPECIFICATION UNIT
m R/W OVERALL SIZE 116.0W x 37.0H x 14.07¢10.0Tp MM
A E KS0066U VIEWING AREA 83.0W x 18.6H MM
i OR EQUIV., CHARACTERS 20 CHARACTERS x 2 LINES
i DB0-DB7 ¢——> @6 SEG 60 SEG CHARACTER SIZE | 3.20W x 5.55H MM
“ VoD 4 CHARACTER PITCH| 3.80W x 5.95H MM
1
m VSS 16 COM LCD PANEL
i Vo 1 20 CHARACTERS OPTIONS
1
i 2LINES 1. LCD TYPE: Y/G STN; GRAY STN; TN
Ll 2. BACKLIGHT: WITHOUT BACKLIGHT;, LED; EL
! LED + 3. COLOR OF BACKLIGHT: Y/G; BLUE; WHITE
! — 4, TEMPERATURE RANGE: NORMAL(0--50C)
i LED —{ LED/EL  BACKLIGHT EXTENDED(-20--70C)
! ] S. POWER SUPPLY: 50V; 3.0V
! H 6.VIEWING ANGLE: 6H; 12H
! I 7. CHARACTER TABLE: JAPANESE; EUROPEAN; CYRILLIC
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| ALL DIMENSIONS ARE IN MM. TOLERANCE IS +/-0.2
{UNLESS OTHERWISE NOTED.
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