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High Power Type Resistors

本样本手册中记载的产品规格如有变更，恕不一一奉告。订购以及使用之前，请仔细确认规格表的内容。

用于车载设备、医疗设备、航空设备以及其它涉及人身安全、或可能引起重大损失的设备上时，请务必事先与我公司联系。这些产品在这类用途中出现故障或失灵可能导致人身事故或严重损坏。

Specifications given herein may be changed at any time without prior notice. Please confirm technical specifications before you order and/or use.
Contact our sales representatives before you use our products for applications including automotives, medical equipment and aerospace equipment.
Malfunction or failure of the products in such applications may cause loss of human life or serious damage.

■ 负荷特性曲线 Derating Curve

 

在环境温度25℃以上使用时，应按照上图负荷特性曲线，减小额定功率。

For resistors operated at an ambient temperature of 25℃ or above, a power rating shall be derated in accordance with the above derating curve.

■ 性能 Performance

试验项目

Test Items

标准值 Performance Requirements
ΔR±（％＋0.05Ω）

试验方法

Test Methods
保证值 Limit 代表值 Typical

电阻值

Resistance
在规定的允许偏差内

Within specified tolerance — 25℃

电阻温度系数

T.C.R.
在规定的允许偏差内

Within specified T.C.R. — ＋25℃/−55℃ and ＋25℃/125℃

过载（短时间）

Short time overload
0.2 0.15 施加5秒额定功率5倍的电压印加

Rated power×5, 5s.

耐焊接热

Resistance to soldering heat
0.2 0.15 350℃±10℃, 3±0.5sec

260℃±5℃, 10±1sec

额定负荷

Load life 0.5 0.45 −25℃, Rated power 1.5h ON/0.5h OFF
2000h

低温放置

Low Temperature
0.2 0.15 −65℃, 24h

高温放置

High Temperature
0.5 0.45 ＋275℃, 250h

■ 使用注意事项 Precautions for Use
 z由于外装涂层具有难燃性特征，因此无法抵抗外部的冲击，请注意操作。请进行最小限度的清洗。刚刚清洗好以后的涂层非常薄弱，在产品完全

干燥之前，请勿对涂层施加外力。产品干燥后，涂层将恢复原有强度，请注意在洗净后的20分钟内，勿对电阻器的涂层施加外力。特别注意，请

勿将PCB板堆放起来。

 z在使用交流电路的场合，由于绕线构造会产生电感成份和寄生电容，因此，有可能会发生振动等异常现象。在使用时请仔细考虑其他部件常数的

离散情况。

 zBe careful to handle these resistors because outer coatings are comparatively weak to outer shock due to flameproof special coats.Please wash them to a 
minimum. No external force is given to the coating films until they are well dried because the coating films　become weaker right after washing. The original 
strength will be returned after they are dried, so please pay attention not to apply any external force onto the coating film of resistors for 20 minutes after 
drying.  Especially no PC boards shall be piled up.
 z In case of using them for an AC circuit, abnormal phenomena like oscillation etc. occasionally happen as they have an inductance or a parasitic capacitance 
because of their wiring structures. Use them by taking the dispersion of constants of other components into the consideration.


